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in this subchapter is provided, main-
tained, and replaced as indicated. 

(b) The master or person in charge 
shall have performed at least once 
every 12 months the tests and inspec-
tions of all hand portable fire extin-
guishers, semiportable fire extin-
guishing systems, and fixed fire extin-
guishing systems on board as described 
in § 169.247 of this subchapter. The mas-
ter or person in charge shall keep 
records of the tests and inspections 
showing the dates when performed, the 
number and/or other identification of 
each unit tested and inspected, and the 
name(s) of the person(s) and/or com-
pany conducting the tests and inspec-
tions. These records must be made 
available to the marine inspectors 
upon request and must be kept for the 
period of validity of the vessel’s cur-
rent certificate of inspection. Con-
ducting these tests and inspections 
does not relieve the master or person 
in charge of his responsibility to main-
tain this firefighting equipment in 
proper condition at all times. 

§ 169.840 Verification of vessel compli-
ance with applicable stability re-
quirements. 

(a) After loading and prior to depar-
ture and at all other times necessary 
to assure the safety of the vessel, the 
master shall determine that the vessel 
complies with all applicable stability 
requirements in the vessel’s trim and 
stability book, stability letter, Certifi-
cate of Inspection, and Load Line Cer-
tificate, as the case may be, and then 
enter an attestation statement of the 
verification in the log book. The vessel 
may not depart until it is in compli-
ance with these requirements. 

(b) When determining compliance 
with applicable stability requirements 
the vessel’s draft, trim, and stability 
must be determined as necessary and 
any stability calculations made in sup-
port of the determination must be re-
tained on board the vessel for the dura-
tion of the voyage. 

[CGD 89–037, 57 FR 41825, Sept. 11, 1992] 

§ 169.841 Logbook entries. 

(a) Each vessel subject to the inspec-
tion provisions of this subchapter must 
have an official logbook. 

(b) The master shall place all entries 
required by law or regulation in the 
logbook. 

(c) A Coast Guard form ‘‘Official Log-
book’’ may be utilized or the owner 
may utilize his own format for an offi-
cial logbook. The logs must be kept 
available for review by the Coast Guard 
for a period of one year after the date 
to which the records refer or for the pe-
riod of validity of the vessel’s current 
certificate of inspection, whichever is 
longer. 

(d) All tests, drills, inspections and 
notifications required in this sub-
chapter must be entered in the official 
logbook. 

(e) Prior to getting underway the 
master shall enter in the logbook the 
name of each sailing school student, 
sailing school instructor, and guest on-
board, and the fact that each person 
was notified of the applicable safety 
standards for sailing school vessels as 
required by § 169.857 of this chapter. 

§ 169.847 Lookouts. 
Nothing in this part exonerates any 

master or officer of the watch from the 
consequences of any neglect to keep a 
proper lookout. 

§ 169.849 Posting placards containing 
instructions for launching and in-
flating inflatable liferafts. 

Every vessel equipped with inflatable 
liferafts must have posted in con-
spicuous places readily accessible to 
the ship’s company and guests ap-
proved placards containing instruc-
tions for launching and inflating inflat-
able liferafts. The number and location 
of such placards for a particular vessel 
shall be determined by the Officer in 
Charge, Marine Inspection. 

§ 169.853 Display of plans. 
(a) Each vessel of 100 gross tons and 

over must have permanently exhibited 
for the guidance of the master, general 
arrangement plans for each deck show-
ing the fire control stations, the var-
ious sections enclosed by fire resisting 
bulkheads, the sections enclosed by fire 
retarding bulkheads, together with the 
particulars of the fire alarms, detect-
ing systems, fire extinguishing appli-
ances, means of access to different 
compartments, ventilation systems 
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